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The  instructor said they entered the traffic pattern on the downwind leg for runway 17 (8,000 feet x 100 feet, dry asphalt), touched down
"slightly  tail  high  and  bounced  slightly  (maybe 6 inches). The student allowed the air[plane] to turn right and bank left during the
bounce.  As  the  air[plane]  touched down the second time, it swerved hard right and began to ground loop. Full left rudder and brake did
not  arrest  the  turn.  The air[plane] departed the runway to the right, dragged the left wingtip (lower), turned left, dragged the right
lower  wing,  went  up  on  the  nose, and came to rest on the propeller dome and the main gear." Postaccident examination of the airplane
revealed  substantial  damage to the lower left wing spar, right lower wing, and upper right wing tip. The left main gear was also damaged
extensively.
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Accident



Brief of

 

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows.
the  pilot's  improper  recovery  from  a  bounced  landing, resulting in an inadvertent ground loop. A contributing factor was the flight
instructor's inadequate supervision of the pilot.

Accident (Continued)

Occurrence #1:         LOSS OF CONTROL - ON GROUND/WATER
Phase of Operation:  LANDING - FLARE/TOUCHDOWN

Findings
     1.  (C) RECOVERY FROM BOUNCED LANDING - IMPROPER - DUAL STUDENT
     2.  (C) GROUND LOOP/SWERVE - INADVERTENT - DUAL STUDENT
     3.  (F) SUPERVISION - INADEQUATE - PILOT IN COMMAND(CFI)

Findings Legend: (C) = Cause, (F) = Factor
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